
Key Features

Dimensions

Accessories

DS-2CZ2152P    Zoom Camera

Unit: mm

3D

Low Light

5401/4”

Vari-Focal

23

Camera

Effective pixels      

Min. illumination
olo  .  lux .  on  .  lux .   on  sens up  

 .  lux .  on  .  lux .   on  sens up  

utte  time  s   s

Day & night                        cut  lte  ith auto s itch

Horizontal resolution olor      

ynchronize mo e nternal

Video output Vp p composite output   

 ratio   d

Lens

ocal length .   .  mm  x

oom speed pprox. s optical  ide tele

Horizontal viewing angle .   .  wide tele

Min. working distance   mm wide tele

perture range .   .

Menu

amera D ff  on   

ris mode uto  manual  electronic

hutter  s   s

ff  low  high 

White balance W   W   auto  manual

ocus uto  once  manual

Day & night uto  W  external trigger

low shutter  max

rivacy mask ff  on  up to  zones

Motion detection ff  mode   mode  

Gamma correction .   

Video settings
D D  mirror  de  nition   ickerless  exposure compensation   image 

freezing, electronic image stabilization

oom speed evel  ad ustable

Digital zoom ff, , , , , , , , 

oom ratio display n  off

 control mode Mode   Mode 

ommunication protocol  baud rate  address

reset 254

Dead pixel detection es

General

Working temperature & humidity    , Humidity    no condensation

ower supply 2 VD   

ower consumption 4.5W max.

Dimensions    2  mm

Weight 550g

Available models
D 2 2 52
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