
Key features

Dimensions

Accessories

Low Light

1/4”
CMOS
CMOS

DS-2CD733F-E(I)    VGA Network Dome Camera

DS-1229ZJ
 (Vandal-proof wall mount)

Unit: mm

Camera

Min. illumination
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Lens
.    mm .  
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Lens mount 14

uto i is DC drive

n le ad ustment an     tilt     rotation    

Day & night le troni   ut  lter ith auto s it h

Compression Standard

Video compression . 4  M 4  M

it rate  ps   M ps

udio compression . 11

Dual stream es

Image

Max. image resolution 4   4

rame rate
   ps 4   4
   ps 4   4

mage settings aturation  rightness  contrast ad usta le through client so t are or e  ro ser

Network 

Network storage N  i C  optional

larm trigger Motion detection  network disconnect   address con  ict  storage exception

rotocols
C   D C  DN  DDN   o  M  N
NM      .1x  v  optional

ecurity assword protection  watermark

ystem compati ility NV   C

Interface

udio input 1 ch microphone input  .  mm mini ack

udio output 1 ch .  mm audio inter ace line level   

Communication interface 1 4  1 M  1 M ethernet port and 1 4  interface  

larm input 2 

larm output 2

Video output 1 Vp p composite output    C

Local storage uilt in D D C slot  up to 2 

Reset button es

General

perating conditions
1 C  C 14   14
umidity  or less non condensing

ower supply 12 VDC  1  o  2. af

ower consumption
4.5W max.

 W max. .5W max. with R cut  lter on

mpact protection C 2 5 h  5  N5 1 2  up to 1

R range  approx. 1   2 m

Dimensions 14   114 mm  5.51   4.4

Weight 14 g .  lbs

Available Models
D 2CD  D 2CD

Alarm

http://www.asi.ind.in


