
Key features

Dimensions

Accessories

Low Light

1/3”

DS-2CD802/812/892P(N)-IR1/IR3/IR5    IR Bullet Network Camera

Camera
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Lens mount M12

Day & night Electronic

Horizontal resolution 420 TVL 480 TVL 540 TVL

Compression standard

Video compression H.2 4 M E 4 optional

it rate 2 ps  8 M ps

udio compression ggVor is

Dual stream es

Image

Max. image resolution
L  04  5

T  04  480

rame rate
50 Hz  25 ps 04  5

0 Hz  0 ps 04  480

mage settings aturation  rightness  contrast ad usta le through client so t are or e  ro ser

Network 

larm trigger Motion detection

rotocols
T  HTT  DH  D  T T  oE 

T  MT  T  M  optional

ecurity ass ord protection

Interface

udio input 1 ch  .5mm audio inter ace 2.0  2.4 Vp p  1  

udio output 1 ch  .5mm audio inter ace line le el  00 

Communication interface 1 45 10M  100M ethernet port and 1 485 interface

larm input 1 

larm output 1 

Video output 1 Vp p composite output 5 C

General

perating conditions
10 C  0 C 14   140

Humidity 0  or less non condensing

o er supply 12 VDC  10

o er consumption
1  series  5.5  max.

 series   max.
5  series   max.

Weather proof rating

 range
1  series  10  20m

 series  0  40m
5  series  50  0m

Dimensions
8 .5  8 .1  228.4mm 

.41   .2   8.

Weight 1400g .0  l s

Available models
D 2CD802 1 5  D 2CD802 1 5  D 2CD812 1 5
D 2CD812 1 5  D 2CD8 2 1 5  D 2CD8 2 1 5

Unit: mm

IP66 Alarm

http://www.asi.ind.in


