
SNB-1000

Max. 30fps at VGA (640 x 480) resolution
H.264 / MPEG4 / MJPEG multiple codec
Multiple streaming simultaneously

The SNB-1000 is a network camera that supports multiple 
codec H.264 / MPEG4 / MJPEG operation, providing high 
quality images and flexible choices on the network.
This camera supports a multi-streaming function, 
transferring images at up to 30fps(NTSC) at VGA.

1/4” CMOS H.264 Network Camera

Anytime, anywhere
Convenient Network monitoring

www.samsungipolis.com
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1/4” CMOS H.264 Network Camera
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Specifications
                          SNB-1000N                            SNB-1000P     

VIDEO
Imaging Device
Total Pixels
Effective Pixels
Scanning System
Min. Illumination
S / N Ratio
LENS
Lens Type
Mount Type
OPERATIONAL
On Screen Display
Motion Detection
Sens-up (Frame Integration)
Gain Control
White Balance
Flip / Mirror
Alarm I/O
NETWORK
Ethernet
Video Compression Format
Resolution
Max. Framerate
Video Quality Adjustment
Bitrate Control Method
Streaming Capability
IP

Protocol

Security
Streaming Method
Max. User Access
ONVIF Conformance

Web Viewer

Central Management Software
ENVIRONMENTAL
Operating Temperature / Humidity
ELECTRICAL
Input Voltage / Current
Power Consumption
MECHANICAL
Color / Material
Dimension (WxHxD)
Weight
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