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SNO-7080R
The SNO-7080R is a Full HD 3 megapixel IR LED camera which utilized Samsung’s WiseNet2 DSP chipset. Thanks to the range of 
high functionalities that WiseNet2 cameras offer, the SNO-7080R features a motorised vari-focal lens and smart compression 
function to save installation time and bandwidth by capturing greater details only for the regions of interest. Its built-in 32 IR 
LEDs provides the ability to capture clear images of objects which are up to 30m from the camera, even when the area is in 
total darkness and the IP66 rated waterproof function show that the SNO-7080R can be an effective choice for demanding 
environments.

3Megapixel Full HD Weatherproof Network IR Camera

3MP Network Monitoring in the Darkness
High function 3 Megapixel IR Network Camera

Max. 3M (2048 x 1536) resolution
16 : 9 Full HD (1080p) resolution support
3 ~ 8.5mm (2.8x) motorized varifocal lens
H.264, MJPEG dual codec
SD/SDHC memory slot (4GB included)
Smart compression (ROI encoding)
IP66 Grade (Waterproof)



Eco mark

3M 2.8x
Motorized V/F Lens D&N ICR

PoE128x
160x

3Megapixel Full HD Weatherproof Network IR Camera
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Specifications

Dimensions
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SNO-7080RN/P
VIDEO
Imaging Device
Total Pixels
Effective Pixels
Scanning System

Min. Illumination (TBD)

S / N Ratio
Video Output Ω
LENS
Focal Length (Zoom Ratio)
Max. Aperture Ratio
Angular Field of View
Focus Control
Lens Type
Mount Type
OPERATIONAL
IR LED
Viewable Length
Camera Title
Day & Night
Backlight Compensation
Wide Dynamic Range
Contrast Enhancement
Digital Noise Reduction III 
Motion Detection
Privacy Masking
Sens-up (Frame Integration)
Gain Control
White Balance
Electronic Shutter Speed
Flip / Mirror
Alarm I/O
NETWORK
Ethernet
Video Compression Format

Resolution

Max. Framerate

Smart Codec 
Video Quality 
Adjustment
Bitrate Control Method
Streaming Capability
Audio I/O
Audio Compression Format
Audio Communication
IP

Protocol

Security
Streaming Method
Max. User Access
Memory Slot
ONVIF Conformance

Webpage Language

Web Viewer

Central Management Software
ENVIRONMENTAL
Operating Temperature / Humidity
Ingress Protection
ELECTRICAL
Input Voltage / Current
Power Consumption
MECHANICAL
Color / Material
Dimensions (WxHxD)
Weight

383.0 (15.08")

359.0 (14.13")

114.0 (4.49")
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