
SNP-3120/3120V/3120VH

Real-time 30(25)fps at 4CIF

12x optical zoom, 16x digital zoom

H.264 / MPEG4 / MJPEG multiple codec

PoE Plus, SD memory, bi-directional audio support

The SNP-3120/3120V/3120VH PTZ dome cameras are equipped 
with H.264/MPEG-4/MJPEG multi codec, it provides flexibility 
depending on your network environment. In addition, these 
cameras support multi-streaming technologies, transferring 
real-time high resolution images at 30(25)fps. 

12x H.264 Network PTZ Dome Camera series

12x H.264
          Network PTZ series 

www.samsungipolis.com
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Eco mark

H.264 12x4CIF 128x
160x D&N ICR

PoE+

12x H.264 Network PTZ Dome Camera series

SNP-3120/3120V/3120VH

SAMSUNG TECHWIN CO., LTD.
701, Sampyeong-dong, Bundang-gu, Seongnam-si, Gyeonggi-do Korea 463-400
Tel : +82-70-7147-8741~8749, 8752~8760  Fax : +82-31-8018-3745

www.samsungsecurity.com  www.samsungcctv.com  

SAMSUNG TECHWIN EUROPE LTD.
Samsung House, 1000 Hillswood Drive, Hillswood Business Park 
Chertsey, Surrey, UNITED KINGDOM KT16 OPS 
Tel : +44-1932-45-5300  Fax : +44-1932-45-5325

TIANJIN SAMSUNG TECHWIN OPTO-ELECTRONICS CO., LTD.
No.11 Wei 6 Street. Micro-Electronic Industrial Park
Jingang Road, Tianjin, P.R. CHINA 300385  
Tel : +86-22-23887788  Fax : +86-22-23887788

Dimensions

SNP-3120

SNP-3120       SNP-3120V       SNP-3120VH    

SNP-3120V

SNP-3120VH

Specifications
     SNP-3120N/SNP-3120VN/SNP-3120VHN         SNP-3120P/SNP-3120VP/SNP-3120VHP

Ω

     
VIDEO
Imaging Device
Total Pixels
Effective Pixels
Scanning System
Synchronization
Frequency
Horizontal Resolution
Min. Illumination
S / N Ratio
Video Out
LENS
Focal Length (Zoom Ratio)
Max. Aperture Ratio
Angular Field of View
Min. Object Distance
Focus Control
Lens Type
PAN / TILT / ROTATE
Pan Range
Pan Speed
Tilt Range
Tilt Speed
Preset 
Preset Accuracy
OPERATIONAL
On Screen Display
Camera Title
Day & Night
Backlight Compensation
Wide Dynamic Range
Dynamic Range
Digital Noise Reduction
Digital Image Stabilization
Motion Detection
Privacy Masking
Sens-up (Frame Integration)
Gain Control
White Balance
Electronic Shutter Speed
Digital Zoom
Flip / Mirror
VPS
Intelligent Video Analytics
Alarm I/O
Remote Control Interface
RS-485 Protocol
NETWORK
Ethernet
Video Compression Format
Resolution
Max. Framerate
Video Quality Adjustment
Bitrate Control Method
Streaming Capability
Audio I/O
Audio Compression Format
Audio Communication
IP

Protocol

Security
Streaming Method
Max. User Access
Memory Slot
ONVIF Conformance

Web Viewer

Central Management  Software
ENVIRONMENTAL
Operating Temperature / Humidity
Ingress Protection
ELECTRICAL
Input Voltage / Current
Power Consumption
MECHANICAL

Color / Material

Dimension (WxHxD)
Weight

SAMSUNG TECHWIN AMERICA Inc.
100 Challenger Rd. Suite 700 Ridgefield Park, NJ 07660
Toll Free : +1-877-213-1222  Direct : +1-201-325-6920  
Fax : +1-201-373-0124 
www.samsungcctvusa.com
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