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SNP-3371TH/3371H/3371
The SNP-3371TH/3371H/3371 network PTZ series feature 37x 
optical zoom that is ideal for detailed monitoring, while the H.264, 
MPEG-4, MJPEG multiple codec provides flexibility depending on 
your network environment. These cameras include an integrated 
housing that is fully weatherproof to IP66 to make installation 
easy and support a wide operating temperature range (-50° to 
+50°). In addition, they support multi-streaming technologies, 
transferring real-time high resolution images 30(25)fps at 4CIF 
resolution. Especially, the SNP-3370TH includes an automatic 
tracking function that is able to intelligently track subjects 
making it suitable for applications such as perimeter protection 
and out of hours surveillance. 

4CIF 37x Network PTZ Dome Camera

Captured every details
                37x zoom networking

PRELIMINARY

Max. 30(25)fps at 4CIF resolution
3.5 ~ 129.5mm (37x) optical zoom, 16x digital zoom
H.264, MPEG-4, MJPEG multiple codec
Auto tracking (SNP-3371TH), SD memory, IP66, 

   bi-directional audio support



SNP-3371THN/3371HN/3371N SNP-3371THP/3371HP/3371P
VIDEO
Imaging Device
Total Pixels
Effective Pixels
Scanning System
Min. Illumination
S / N Ratio
Video Output Ω
LENS
Focal Length (Zoom Ratio)
Max. Aperture Ratio
Angular Field of View
Min. Object Distance
Focus Control
Lens Type
Mount Type
PAN / TILT / ROTATE
Pan Range
Pan Speed
Tilt Range
Tilt Speed
Preset 
Preset Accuracy
Auto Tracking
OPERATIONAL
Camera Title
Day & Night
Backlight Compensation
Wide Dynamic Range
Contrast Enhancement
Digital Noise Reduction III
Digital Image Stabilization
Motion Detection
Privacy Masking
Sens-up (Frame Integration)
Gain Control
White Balance
Electronic Shutter Speed
Digital Zoom
Flip / Mirror
Intelligent Video Analytics
Alarm I/O
Remote Control Interface
RS-485 Protocol
NETWORK
Ethernet
Video Compression Format
Resolution
Max. Framerate

Video Quality Adjustment

Bitrate Control Method
Streaming Capability
Audio I/O
Audio Compression Format
Audio Communication

Protocol

Security
Streaming Method
Max. User Access
Memory Slot
ONVIF Conformance

Webpage Language

Web Viewer
Central Management Software
ENVIRONMENTAL
Operating Temperature / Humidity
Ingress Protection
ELECTRICAL
Input Voltage / Current
Power Consumption
MECHANICAL
Color / Material
Dimensions (WxH)
WeightEco

37x4CIF 128x
160x D&N ICR

4CIF 37x Network PTZ Dome Camera
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Specifications

SNP-3371TH/3371H/3371

Dimensions
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